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TECHNICAL SPECIFICATIONS AND TECHNICAL TENDER

CONTRACTING AUTHORITY: Toya Grupa Ltd, Ivana Rabara 29, 10000 Zagreb
SUBJECT OF PROCUREMENT: Procurement of Water chiller
PUBLICATION REFERENCE: 3/2017

TECHNICAL TENDER
Tenderers must fill in the column 2 and enter detailed description of the offered goods (words like “compliant” or “yes” are not sufficient). Tenderer must not change the specifications indicated in the column n1.
For all producers, types of products , standrads or norms indicated in technical specifications shall apply „or equivalent“. Eventual accompanying documentation which the Tenderer submits as the supplement to the tender must clearly indicate the models, or options which are offered. Tenders which do not identify precisely models and specifications may be rejected.
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TEHNICAL SPECIFICATIONS
	I
Requiered specifications
	II
Offered specifications

	Water chiller
Quantity: 1 set
	

	Containing of: water chiller, free cooling, water filter, control panel

	Parametar / item
	Characteristics 
	

	Water chiller
	
	

	[bookmark: _Hlk533351781]Compressor type
	Screw type
	

	Cooling effect at water temp. +15°C and air temp. +25°C
	575 kW
	

	Cooling capacity at ΔT 10°C
	575 kW
	

	Gas type
	R410a
	

	Compressors number
	4
	

	Circles
	2
	

	Compressor power at water temp. +15°C i air +25°C
	100 - 150 kW
	

	Flow capacity
	100 - 150 m3/h
	

	Pressure
	3 - 5 bar
	

	Pump power
	5 - 15 kW
	

	Hydraulic connections
	DN 100
	

	Rezervoar
	800 – 1.000 lt
	

	Aksial fans
	8
	

	Maximum Unit installed capacity
	2 kW
	

	Maximum Unit flow
	20,500 m3/h
	

	Total apsorbed power at water temp. +15°C i air +25°C
	100 - 150 kW
	

	guaranty
	12 months
	

	Free cooling
	
	

	Number of fans
	7
	

	Unit power
	1 - 3 kW
	

	Maximum Cooling capacity @ ΔT 5°C
	420 kW
	

	Flow capacity
	100-150 m3/h
	

	Pressure
	3-5 bar
	

	Maximum Pump power
	2.2 KW
	

	Hydraulic connections
	DN200
	

	guaranty
	[bookmark: _GoBack]12 months
	

	Water filter
	
	

	Maximum Flow  
	80  m3/h
	

	Filtration efficiency 
	140 micron
	

	Connections
	4“ (Victaulic ili jednakovrijedno)
	

	Control panel
	
	

	Voltage/Frequency
	400V / 50 Hz
	

	Main board
	SB2 or equivalent
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